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BM-SCAN

Mesureur de champ magnétique

Le mesureur de champ BM-SCAN a été congu pour s’assurer
que les systémes de boucle magnétique soient installés et
certifiés selon la nouvelle norme IEC 60118-4.

Lorsque ces normes sont respectées, le confort de I'utilisateur
sera identique ou qu'il soit a I'aide de sa prothése muni de la
position T.
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Code : H10878
Catégorie : Boucle magnétique
Mots clés: Boucle magnétique

CARACTERISTIQUES

« Prise casque sur jack 3.5
+ Alimentation: pile 9 V (non fournie)

MANUEL D'UTILISATION
Notice
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https://audiophony-pa.com/produit-categorie/boucle-magnetique/
https://audiophony-pa.com/etiquette-produit/boucle-magnetique/
https://audiophony-pa.com/notice/BM-SCAN_manuel-web-fr.pdf
https://audiophony-pa.com/notice/BM-SCAN_manuel-web-fr.pdf
https://audiophony-pa.com/notice/BM-SCAN_manuel-web-en.pdf
https://audiophony-pa.com/notice/BM-SCAN_manuel-web-en.pdf
https://audiophony-pa.com/notice/BM-SCAN_manuel-web_DE_High.pdf
https://audiophony-pa.com/notice/BM-SCAN_manuel-web_DE_High.pdf
https://audiophony-pa.com/notice/BM-SCAN_manuel-web_NL_High.pdf
https://audiophony-pa.com/notice/BM-SCAN_manuel-web_NL_High.pdf
https://audiophony-pa.com/notice/BM-SCAN_manuel-web_ES_High.pdf
https://audiophony-pa.com/notice/BM-SCAN_manuel-web_ES_High.pdf

